
We a t h e r S c re e n

WeatherScreen is a cold process, heavy-bodied, rubberized, fiber reinforced, fire-rated 
restoration treatment designed to restore gravel surfaced modified membranes and 
asphalt based BUR systems. WeatherScreen restores and upgrades the weathering 
of the existing roof system with a superior protective surface.

Expanded Life Expectancy

WeatherScreen will restore and enhance the 
weathering capabilities of the existing flood 
coat and will add an additional protection layer 
to asphalt-based roof systems. This will add years 
of protection to your roofing system and increase 
the life-cycle cost of your system at the same time.

Aesthetic Enhancement

WeatherScreen coupled with new flashings 
and gravel will not only extend the life of your 
roofing system, it will enhance the appearance 
of aged roof systems, making them look better 
than the orginal.

Ease of Application

Due to WeatherScreen’s cold process formulation, 
the system can be installed with squeegees and 
spray equipment instead of hot kettles and bulky 
mops and mop carts. This not only makes the job 
site safer, but can lead to a quicker install with 
experience installers.
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Features

Superior Protection

Environmentally Safe

User Friendly

Maximizes Life Cycle

Landfill Impact

For more information, visit us at: www.garlandco.com

The Garland Company, Inc.
3800 E. 91st Street
Cleveland, OH 44105
FAX: 216-641-0633 
Phone: 216-641-7500
Toll Free: 1-800-321-9336

Garland Canada Inc.
209 Carrier Drive
Toronto, ON M9W 5Y8
FAX: 416-747-1980
Phone: 416-747-7995
Toll Free: 1-800-387-5991 (Canada Only)

Benefits

WeatherScreen is an asphalt-based, cold-process floodcoat that when combined with roofing 
gravel creates a long lasting superior wearing surface that effectively increases your roof 
systems life.

 
WeatherScreen uses very little solvent which helps maintain EPA compliant levels of VOCs. 
When a WeatherScreen floodcoat cures, it initially looks like hot-applied rubberized asphalt; 
however, there is no need for a torch or hot kettle.

The ease of application makes a WeatherScreen floodcoat extremely fast and simple to 
install. This cold-process roofing floodcoat can be installed with a squeegee or spray 
equipment, making it easy for roofing contractors to use.

WeatherScreen coupled with an effective preventive maintenance program will ensure 
that your deck, insulation and roof system stay dry and protect your building from 
the elements.

By extending the service life of your roof system, you will be reducing the need for 
tear-off and disposal of your old roof system. This will reduce the environmental 
impact on landfills and the environment.
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FAX: 01452 330 657 
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